Step 4- Powering on 

Turn the badge on using the slide switch at 
the top of the screen, on the rear of the 
PCB where the Lanyard attaches. It is 
marked as ON/OFF. 

When the badge powers on it will 
automatically connect to the camp WiFi 
and install the Latest updates. 

You can browse and navigate using the 
joystick and buttons. 



The device may ask if you would 
like to opt in to sending automatic 
anonymous information about how 
the badge and its features are 
performing. Microsoft are one the 
sponsors that made this badge 
possible and you can see the data 
in action and other interesting stuff 
at their tent. 

Nexmo, another of our sponsors, 
are planning to implement SMS 
messaging during the event. Each 
badge will be assigned a phone 
number during power on and you 
can use this to message people 
throughout the event. They also 
have a tent on site to visit. 

What next? 

We designed the badge as both 
something fun to use during the 
event, and a learning tool for you 
to take home and play with. The 
BOC tent will be open for you to 


pop along and talk to the 
people who volunteered their 
time to create the badge for 
everyone to enjoy. 

You can find out what to do 
with your badge next, and 
have a go at writing your own 
app at 

badge.emfcamp.org/2016 

Thanks 

Thanks to all the sponsors 
who made this badge 
possible. You can find them all 
listed in the info app on the 
badge. If you see them around 
the camp, feel free to ask 
them about what they are 
doing or show appreciation for 
helping making the badge 
and event possible. 


TiLDA Mk n Quick Start Guide 


TiLDA Mk tt is our hackable WiFi-enabled conference badge, which 
comes preloaded with some apps ready to play from the moment 
you get it. Every attendee can write their own app in Python and 
make it available on the App Library, and you’ll be able to download 
new apps during the event as they are created. 

You can find out more about what can be done with your badge, as 
well as all the technical details at badge.emfcamp.org/2016 

This guide will take you through the few assembly steps needed to 
get your badge working and updating itself. 

If at any point you get stuck, or have any issues, pop along to the 
Badge Operations Centre (BOC), shown on your map. 

Check your badge kit contains the following 
parts: 

TiLDA Mkn PCB 
Colour LCD Display 
Battery 
Lanyard 
Velcro Dot 


















Step 1. Attach the screen 


This is the most delicate step, so take your 
time and don’t hesitate to ask for help if 
you need it. 

Take the PCB and open the ribbon 
connector by carefully pulling the black 
part out by about 2 mm so that it lines up 
with the outline on the PCB underneath. 
Take the screen and feed the ribbon 
through the slot from the front of the PCB 
(the side with the buttons and space for 
your name). Don't remove the backing 
tape or stick down the screen yet! 


Insert the ribbon in between the black and 
white sections of the connector. The gold 
contacts on the top side of the ribbon 
should be almost fully inside the white 
connector. 

With a finger or nail on each end of the 
black part of the connector, carefully ease 
it back into the white part. 





Turn the badge PCB over, and carefully 
hold the screen away from the PCB to 
allow you to remove the backing tape on 
the double sided 3M tape. Take care not to 
put strain on the ribbon, or leave the 
screen dangling. 



Line up the screen with the box 
outline below and press it into place. 
There is a small tab to allow you to 
remove the protective film from the 
screen. 


Step 2. Attach the battery 

We attach the battery using a 
velcro sticky dot. If it hasn’t already 
been done, peel off and attach one 
side of the velcro dot to the back of 
the PCB. Try to place it in the area 
near the ribbon connector with few 
components on. 

Remove the backing from the velcro 
dot and align the battery as shown 
below. 




The battery then connects to the 
PCB as shown, don't worry this 
connector only fits in one way, once 

Step 3. Attach the lanyard 

To attach the lanyard, separate the 
short string loops from each end at 
the plastic clips. Thread each loop 
through one of the two non-copper 
holes, and then pass the plastic clip 
back through the loop to secure it. 




Attach the lanyard to the plastic clips 
again. We can shorten the lanyard for 
you in the BOC tent. 





















